




Standard profi les Polyamide
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Profi les for sliding doors

Our standard profi les are available in Standard and Recycled PA 66 GF25, dry impact resistant.
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Standard profi les
Low Lambda
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Standard profi les Low Lambda Polyamide

20 mm
Our profi les are done in Low Lambda PA 66 GF25, dry impact resistant.
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Standard profi les Low Lambda Polyamide
Our profi les are done in Low Lambda PA 66 GF25, dry impact resistant.
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Specific test conditions for each product are available in the download area on our 
website, technoform.com. 

In case of specific questions we gladly offer you our individual support.

Characteristic Reference
standard

Unit Samples prepared from  
extruded insulating strips

Injection- 
moulded
samples

Dry (1) Equilibrium
moisture content (2)

Dry (1)

melting  
temperature EN ISO 11357-3 °C min. 250 (3) min. 250 (3) min. 250 (3)

density EN ISO 1183-1 or -3 g/cm3 1.3 +/- 0.05 1.3 +/- 0.05 1.3 +/- 0.05

annealing residue
(glass fibre content) EN ISO 1172 % 25 +/- 2.5 25 +/- 2.5 25 +/- 2.5

shore hardness D EN ISO 868 - 82 +/- 4 (4) 78 +/- 4 (4) 84 +/- 2

impact strength EN ISO 179-1 kJ/m2
min. 30  
or without 
break (5)

min. 40  
or without break (5) min. 35 (6)

tensile strength EN ISO 527-2 and -4 N/mm2 min. 80 (7) min. 50 (7) min. 110 (8)

Young‘s modulus EN ISO 527-2 and -4 N/mm2 min. 4500 (7) min. 2000 (7) min. 6000 (8)

elongation at break EN ISO 527-2 and -4 % min. 3 (7) min. 7 (7) min. 3 (8)

  Insulating strips of PA 66 GF25, dry impact resistant

Material data sheet



Characteristic Reference
standard

Unit Samples prepared from extruded  
insulating strips

Dry (1) Equilibrium
moisture content (2)

melting  
temperature EN ISO 11357-3 °C min. 250 (3) min. 250 (3)

density EN ISO 1183-1 or -3 g/cm3 1.0 +/- 0.1 1.0 +/- 0.1

annealing residue
(glass fibre content) EN ISO 1172 % 25 +/- 2.5 25 +/- 2.5

shore hardness D EN ISO 868 - 77 +/- 4 (4) 67 +/- 4 (4)

impact strength EN ISO 179-1 kJ/m2 min. 20 (5) min. 30 (5)

tensile strength EN ISO 527-2 and -4 N/mm2 min. 50 (6) min. 35 (6)

Young‘s modulus EN ISO 527-2 and -4 N/mm2 min. 2900 (6) min. 1300 (6)

elongation at break EN ISO 527-2 and -4 % min. 3 (6) min. 8 (6)

  Insulating strips of Low Lambda PA 66 GF25, dry impact resistant 

Material data sheet

Specific test conditions for each product are available in the download area on our 
website, technoform.com. 

In case of specific questions we gladly offer you our individual support.



Cooperation partners
Europe 

 Federation of European Window
 and Curtain Wall Manufacturers‘  
 Associations

France
 CSTB · Centre Scientifi que et
 Technique du Bâtiment
  SNFA · Syndicat National de 

la Construction des Fenêtres, 
Façades et Activités Associées

Germany
 IFT-Rosenheim · Institut für 

Fenstertechnik e. V.
  FIW-München · Forschungsinstitut 

für Wärmeschutz e. V.
  IFZ · Informationszentrum Fenster 

Türen Fassaden e. V.
 VFF · Verband der Fenster- und 

Fassaden hersteller
  Bundesdeutscher Arbeitskreis für 

Umwelt bewusstes Management 
(B.A.U.M.) e. V.

 A/U/F Aluminium und Umwelt im 
Fenster- und Fassadenbau

 EPEA Internationale 
Umweltforschung GmbH

 Deutsche Gesellschaft für 
Nachhaltiges Bauen

Great Britain
 CAB · Council for Aluminium in 

Building
 BFRC · British Fenestration Rating 

Council

Italy
 UNICMI · Unione nazionale 

delle Industrie delle Costruzioni 
Metalliche dell’Involucro e dei 
serramenti

 AITAL / QUALITAL · Associazione 
Italiana Trattamenti superfi ciali 
Alluminio / Organismo di 
Certifi cazione 

Portugal
 ANFAJE · Associação Nacional dos 

Fabricantes de Janelas Efi cientes
 APAL · Associação Portuguesa Do 

Alumínio

Spain
 AEA · Asociación Española del 

Aluminio y Tratamientos de 
Superfi cie

  ASEFAVE · Asociación Española de 
Fabricantes de Fachadas Ligeras y 
Ventanas

 Tecnalia Research & Innovation
 ENSATEC · Laboratorio de Ensayos 

Tecnológicos

The Americas

North America
 FGIA · Fenestration and Glazing 

Industry Alliance
 AEC · Aluminum Extruders Council
 GANA · Glass Association of North 

America
 NFRC · National Fenestration 

Rating Council

South America
 CAIAMA · Cámara Argentina de la 

Industria del Aluminio y Metales 
Afi nes.

 Brasil AFEAL · Associação Nacional 
de Fabricantes de Esquadrias de 
Alumínio.

 AMEVEC · Asociación Mexicana de 
Ventanas y Cerramientos

Asia

China
 CAIGA · China Architectural and 

Industrial Glass Assn.
 CCMSA · China Construction Metal 

 Structure Assn.
 Hong Kong Facade Association
 National Committee of 

Standardization for Non-ferrous 
Metals

Korea
 KAFA · Korea Architectural Facade 

 Association

Singapore
 SGBC · Singapore Green Building 

Council
 BCA · Building and Construction 

Authority of Singapore
 ESI · Energy Studies Institute – 

National University of Singapore

Australasia

Australia & New Zealand
 Window Association of New 

Zealand
 Australian Window Association
 AGGA · Australian Glass and 

Glazing Association

Certifi cations

SG
BP

 3
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4

Europe
TÜV Certifi cation 
according to ISO 9001:2015
Cradle to Cradle Certifi ed™ 
Gold level Material Health Certifi cate
Environmental Product Declaration

Germany
TÜV Certifi cation
according to 
ISO 14001:2015
ISO 50001:2018
ISO 45001:2018

Italy
TÜV Certifi cation
according to 
ISO 14021:2021
RINA Certifi cation
according to ISO 45001

Belgium
ATG Certifi cation

North America 
TÜV Certifi cation 
according to ISO 9001:2015 

Russia
GOST Certifi cation
Cradle to Cradle Certifi ed™ 
Gold level Material Health Certifi cate

China
TÜV Certifi cation
according to 
ISO 14001:2015
ISO 9001:2015
ISO 45001:2018

Hong Kong
TÜV Certifi cation
according to 
ISO 14001:2015
ISO 9001:2015
ISO 45001:2018

Singapore
Singapore Green Building Product – 
Excellent



Closer than you may think –  
you find us all over the world.

Europe 

Balkans  c/o Milan office 
Telephone:  +39 02 9375 721

France   Lyon 
Telephone:  +33 762 047301 

Germany Kassel 
Telephone:  +49 561 9583400

  Kassel 
Telephone:  +49 561 207530

Great Britain  Alcester 
Telephone:  +44 1789 761323

Greece   c/o Milan office 
Telephone:  +39 02 9375 721

Italy   Milan 
Telephone:  +39 02 9375 721

Spain  Barcelona 
Telephone:  +34 932 386 438

  Tordesillas 
Telephone:  +34 983 796 632

Turkey  c/o Milan office 
Telephone:  +39 02 9375 721

The Americas

North America  Twinsburg, OH 
Telephone:  +1 330 4876600

  Lafayette, OR 
Telephone:  +1 971 8320502 

  Johnson City, TN 
Telephone:  +1 423 2021812

South America  São Paulo 
Telephone:  +55 11 9925 22708

  Argentina   
Telephone:  +54 911 4565 5758

Asia

China   Suzhou 
Telephone:  +86 512 62833188

  Beijing 
Telephone:  +86 010 65907177

  Shenzhen 
Telephone:  +86 755 26727912

  Shanghai 
Telephone:  +86 21 62611991

  Shenyang 
Telephone:  +86 24 23963791

  Hong Kong 
Telephone:  +852 2665 6322

  Chengdu 
Telephone:  + 86 28 84397818

  Linqu 
Telephone:  +86 139 5240 2431

  Hangzhou 
Telephone:  +86 183 0621 2579 

  Xi’an 
Telephone:  +86 183 6275 2519  

  Tianjin 
Telephone:  +86 183 0621 3160

India   Mumbai 
Telephone:  +91 96 19333880 

Japan   Tokyo 
Telephone:  +81 3 55799454

Korea   Seoul 
Telephone:  +82 2 5017357

Middle East  Dubai , UAE 
Telephone:  +971 4 3215615

Singapore  Singapore 
Telephone:  +65 62739595

Taiwan  Taipei 
Telephone:  +886 95 5900727

Australasia

Australia Melbourne 
Telephone:  +61 3 88445582 

New Zealand  Auckland 
Telephone:  +64 9415 9050
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www.technoform.com


